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CONNECT TO EXISTING 120V BRANCH CIRCUIT MADE
AVAILABLE VIA DEMOLITION WORK.

PROVIDE COMBINATION MOTOR STARTER/DISCONNECT
SWITCH WITH NON—FUSED DISCONNECT. FYNR NEMA 1
STARTER, H—-0—-A SWITCH, 1 N.O. AND 1 N.C.
AUXILIARY CONTACT AND THERMAL OVERLOAD UNITS.
MOUNT ON FREE STANDING UNISTRUT FRAME SECURED
TO FLOOR. FRAME SHALL BE BRACED AS REQUIRED
TO PROVIDE STURDY MOUNT.

PROVIDE COMBINATION MOTOR STARTER /DISCONNECT
SWITCH WITH NON—FUSED DISCONNECT. FVYNR NEMA 2
STARTER, H=0—A SWITCH, 1 N.O. AND 1 N.C.
AUXILIARY CONTACT AND THERMAL OVERLOAD UNITS.
MOUNT ON FREE STANDING UNISTRUT FRAME SECURED
TO FLOOR. FRAME SHALL BE BRACED AS REQUIRED
TO PROVIDE STURDY MOUNT.

PROVIDE 1P—-20A CIRCUIT BREAKER IN AVAILABLE
SPACE (POLE NO. 7) WITHIN EXISTING WESTINGHOUSE
PANEL "DP”. MATCH AIC OF EXISTING BREAKERS.
PROVIDE 2 #12 + 1 #12 GRD. IN 3/4" CONDUIT.

PROVIDE 3 #10 + 1 #10 GRD. IN 3/4” CONDUIT.
PROVIDE 3 #8 + 1 #10 GRD. IN 3/4” CONDUIT.

CONNECT TO SPARE 3P—-100A CIRCUIT BREAKER IN
EXISTING PANEL "MDP”.

PROVIDE 4 #3 + 1 #8 GRD. IN 1 1/4” CONDUIT.

PROVIDE 1" CONDUIT WITH CAT 6 CABLE BETWEEN
DATA OUTLET AND NEW BOILER PANEL. COORDINATE
WITH MECHANICAL WORK AND CONTROLS CONTRACTOR
AS REQUIRED TO PROVIDE A FULLY FUNCTIONAL
INTERFACE BETWEEN THE NEW PC AND THE CONTROL
PANEL.
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